
ABS J 24

ABS J 15

ABS J 44

ABS J 84

ABS J 12 ABS J 54

2” to 3” pumps

J 12 W/J 12 WKS*)
 Single Phase

Rating (HP): 1.5
Voltage (V): Dual 115/230
Full Load (A): 13.0/6.5
J 12 D/J 12 DKS*)

 Std. version, Three Phase
Rating (HP): 1.5
Voltage (V): Dual 230/460 or 575
Full Load (A): 4.4/2.2 or 1.8
Speed: 3400 rpm
Power cable: 65 ft
Discharge connection: NPT 2” (standard), 3”
 Hose 1½”, 2”, 2½”, 3” 
Weight (excl. cable): 35 lb
Strainer size: 1/4” x 5/8”

*) Built in float switch available as option.

J 24 W Single Phase
Rating (HP): 2.6 
Voltage (V): 230
Full Load (A): 13.4
J 24 ND*) Std. version, Three Phase
J 24 HD*) High head, Three Phase
Rating (HP): 3.8
Voltage (V): Dual 230/460 or 575
Full Load (A): 10.4/5.2 or 4.2
Speed: 3400 rpm
Power cable: 65 ft
Discharge connection: NPT 3” (standard), 4”
 Hose 2½”, 3”, 4”
Weight (excl. cable): 60 lb
Strainer size: 5/16” x 11/16”

*)PU Lining available as option (ND+HD)

J 15 W/WKS*)
 Single Phase

Rating (HP): 2.0
Voltage (V): 230
Full Load (A): 8.5 
 
J 15 D/DKS*)

 Std. version, Three Phase
Rating (HP): 2.0
Voltage (V): Dual 230/460 or 575
Full Load (A): 5.4/2.7 or 2.2
Speed: 3400 rpm
Power cable: 65 ft
Discharge connection: NPT 2” (standard), 3”
 Hose 1½”, 2”, 2½”, 3”
Weight (excl. cable): W: 40 lb, N: 36 lb
Strainer size: 1/4” x 5/8”

*) Built in float switch available as option.

J 44 ND*) Std. version, Three Phase
J 44 HD*) High head, Three Phase
Rating (HP): 6.0
Voltage (V): Dual 230/460 or 575
Full Load (A): 14.4/7.2 or 5.8
Speed: 3400 rpm
Power cable: 65 ft
Discharge connection: NPT 3” (standard), 4”
 Hose 2½”, 3”, 4”
Weight (excl. cable): 79 lb
Strainer size: 5/16” x 11/16”

*)PU Lining available as option (ND+HD)

J 84 ND Std. version, Three Phase
J 84 HD High head, Three Phase
J 84 LD High volume, Three Phase
Rating (HP): 15.0
Voltage (V): Dual 230/460 or 575
Full Load (A): 34.0/17.0 or 13.5
Speed: 3400 rpm
Power cable: 65 ft
Discharge connection: NPT 3” (std HD), 4”(std ND), 6” (std LD)
 Hose 3”, 4”, 6”
Weight (excl. cable): 154 lb 
Strainer size: 5/16” x 11/16”

*)PU Lining available as option (ND+HD)

J 54 N Std. version, Three Phase
J 54 HD High head, Three Phase
J 54 LD Low head, Three Phase  
Rating (HP): 9.0 [5.6] 
Voltage (V): Dual 230/460 or 575 [230]
Full Load (A): 22.0/11.0 or 8.8 [25.0]
Speed: 3400 rpm
Power cable: 65 ft
Discharge connection: NPT 3” (std HD), 4” (std ND), 6” (std LD)
 Hose 3”, 4”, 6”
Weight (excl. cable): 110 lb
Strainer size: 5/16” x 11/16”

*)PU Lining available as option (ND+HD)

Bottom plate on J 54 LD:

Bottom plate on J 84 LD:

3” to 8” pumps

J 205 ND Std. version, Three Phase
J 205 HD High head, Three Phase
Rating (HP): 34.0
Voltage (V): Dual 230/460 or 575
Full Load (A): 82.0/41.0 or 38.0
Speed: 3500 rpm
Power cable: 65 ft
Discharge connection: NPT 4”(std HD), 6” (std ND), 8”
 Hose 4”, 6”, 8”
Weight (excl. cable): 342 lb
Strainer size: 5/16” x 1 5/16”

*)PU Lining available as option (HD)

ABS J 205

J 405 ND Std. version, Three Phase
J 405 HD High head, Three Phase
Rating (HP): 55.0
Voltage (V): 230, 460 or 575
Full Load (A): 132.0/66.0 or 53.0
Speed: 3450 rpm
Power cable: 65 ft
Discharge connection: NPT 4” (std HD), 6”, 8”(std ND)
 Hose 4”, 6”, 8”
Weight (excl. cable): 595 lb
Strainer size: 5/16” x 1 5/16”

ABS J 405
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ABS JC 34ABS J 604

ABS JC 24 ABS JC 84

ABS JC 54

ABS JC 44

JC 34 ND Std. version, Three Phase
JC 34 HD High head, Three Phase
Rating (HP): 6.0
Voltage (V): Dual 230/460 or 575
Full Load (A): 16.0/8.0 or 6.4
Speed: 3400 rpm
Power cable: 65 ft
Discharge connection: NPT 2” (std HD), 3” (std ND)
 Hose 2”, 3”
Weight (excl. cable): 68 lb
Strainer size: 5/16” x 1 5/16”

J 604 ND Std. version, Three Phase
J 604 HD High head, Three Phase
Rating (HP): 94.0
Voltage (V): 230, 460 or 575
Full Load (A): 226.0/113.0 or 91.0
Speed: 1730 rpm
Power cable: 65 ft
Discharge connection: NPT 6” (std HD), 8” (std ND), 10”
 Hose 6”, 8”, 10”
Weight (excl. cable): 1157 lb
Strainer size: 1/2” x 2 3/8”

JC 24 ND Std. version, Three Phase
JC 24 HD High head, Three Phase
Rating (HP): 3.8
Voltage (V): Dual 230/460 or 575
Full Load (A): 10.4/5.2 or 4.2
Speed: 3400 rpm
Power cable: 65 ft
Discharge connection: NPT 3”
Weight (excl. cable): 60 lb
Strainer size: 5/16” x 11/16”

JC 84 ND Std. version, Three Phase
JC 84 HD High head, Three Phase
JC 84 LD Low head, Three Phase
Rating (HP): 15.0 
Voltage (V): Dual 230/460 or 575
Full Load (A): 34.0/17.0 or 13.5
Speed: 3400 rpm
Power cable: 65 ft
Discharge connection: NPT 3” (std H), 4” (std N, V)
Weight (excl. cable): 154 lb
Strainer size: 5/16” x 11/16” 

JC 54 ND Std. version, 3~
JC 54 HD High head, 3~
JC 54 LD Low head, 3~ 
Rating (HP): 9.0  [5.6] 
Voltage (V): Dual 230/460 or 575  [230] 
Full Load (A): 22.0/11.0 or 8.8 [25]
Speed: 3400 rpm [3310]
Power cable: 65 ft
Discharge connection: NPT 3” (std HD), 4” (std ND,LD)
Weight (excl. cable): 110 lb
Strainer size: 5/16” x 11/16”

6” to 10” pumps and slimline 2-3”

JC 44 ND Std. version, Three Phase
JC 44 HD High head, Three Phase
Rating (HP): 6.0 
Voltage (V): Dual 230/460 or 575
Full Load (A): 14.4/7.2 or 5.8 
Speed: 3400 rpm
Power cable: 65 ft
Discharge connection: NPT 3”
Weight (excl. cable): 79 lb 
Strainer size: 5/16” x 11/16”

Slimline 2” to 4”

Bottom plate on JC 84 LD:

Bottom plate on JC 54 LD:

ABS JC 6 W
JC 6 W Single Phase
Rating (HP): 0.6
Voltage (V): 115
Full Load (A): 5.4
Speed: 3450 rpm
Power cable: 32 ft
Discharge connection: NPT 2”  
Weight (excl. cable): 30 lb

ABS JC 11 W
JC 11 W Single Phase
Rating (HP): 1.0
Voltage (V): Dual 115/230
Full Load (A): 11.5/5.7
Speed: 3450 rpm
Power cable: 32 ft
Discharge connection: NPT 2” 
Weight (excl. cable): 48 lb
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